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BM1 Wireless Kinetic Switch Datasheet
1.DESCRIPTION:

BM1 Wireless Kinetic Switch is a push-button self-powered switch with MEA (Micro Energy Acquisition) module
inside to transform mechanical energy into electricity to drive RF chipset work.

It is able to power on/off and dim after the pairing with Ebelong Wireless receiving controller

2.OPERATION:

BM1 Wireless Kinetic Switch shall work with Ebelong Wireless Receiving Controller.

Press and hold the function button of controller for 3 seconds and the indicator light will start to flash. Then
release the button to enter pairing mode. Press the switch and the indicator light of controller will go out, which
means the paring is successful.

If the controller is dimmable and dimming function is on, press it to power on and off a light, press and hold to
dim a light

http://www.iebelong.com/
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BM1 Wireless Kinetic Switch Datasheet

3.SPECIFICATIONS
Switch type Push button

Power mode Self-powered

Modulation mode FSK

Communication mode Ebelong 1.1

Work frequency 433MHz

Button 1 gang

Work range

up to 80m outdoors
up to 25m indoors
(May vary depending on conditions

Lifetime >100,000 times

Dimensions L25mm*W57*H25.9mm

Work temperature -20~ +55°C

Certifications and
standards

Europe
EN 60669-1:2018
EN 60669-2-1:2004+A1:2009+A12:2010
ETSI EN 301489-1 V2.2.3(2019-11)
ETSI EN 301489-1 V2.1.1(2019-03)
EN 55032:2015
EN 55035:2017
EN IEC 61000-3-2:2019
EN 61000-3-3:2013+2019
ETSI EN 300220-1 V3.1.1(2017-02)
ETSI EN 300220-2 V3.2.1(2018-06)

4.DIMENSIONS (MM)

http://www.iebelong.com/
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BM2 Wireless Kinetic Switch Datasheet
1.DESCRIPTION:

BM2 Wireless Kinetic Switch is a push-button self-powered switch with MEA (Micro Energy Acquisition) module
inside to transform mechanical energy into electricity to drive RF chipset work.

It is able to power on/off and dim after the pairing with Ebelong Wireless receiving controller

2.OPERATION:

BM2 Wireless Kinetic Switch shall work with Ebelong Wireless Receiving Controller.

Press and hold the function button of controller for 3 seconds and the indicator light will start to flash. Then
release the button to enter pairing mode. Press the switch and the indicator light of controller will go out, which
means the paring is successful.

If the controller is dimmable and dimming function is on, press it to power on and off a light, press and hold to
dim a light

http://www.iebelong.com/
版本 V1.0



BM2 Wireless Kinetic Switch Datasheet

3.SPECIFICATIONS

Switch type Push button

Power mode Self-powered

Modulation mode FSK

Communication mode Ebelong 1.1

Work frequency 433MHz

Button 1 gang

Work range

up to 80m outdoors
up to 25m indoors
(May vary depending on conditions

Lifetime >100,000 times

Dimensions L21mm*W51.6*H18.5mm

Work temperature -20~ +55°C

Certifications and
standards

Europe
EN 60669-1:2018
EN 60669-2-1:2004+A1:2009+A12:2010
ETSI EN 301489-1 V2.2.3(2019-11)
ETSI EN 301489-1 V2.1.1(2019-03)
EN 55032:2015
EN 55035:2017
EN IEC 61000-3-2:2019
EN 61000-3-3:2013+2019
ETSI EN 300220-1 V3.1.1(2017-02)
ETSI EN 300220-2 V3.2.1(2018-06)

4.DIMENSIONS (MM)

http://www.iebelong.com
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BM3 Wireless Kinetic Switch Datasheet
1.DESCRIPTION:

BM3 Wireless Kinetic Switch is a push-button self-powered switch with MEA (Micro Energy Acquisition) module
inside to transform mechanical energy into electricity to drive RF chipset work.

It is able to power on/off and dim after the pairing with Ebelong Wireless receiving controller

2.OPERATION:

BM3 Wireless Kinetic Switch shall work with Ebelong Wireless Receiving Controller.

Press and hold the function button of controller for 3 seconds and the indicator light will start to flash. Then
release the button to enter pairing mode. Press the switch and the indicator light of controller will go out, which
means the paring is successful.

If the controller is dimmable and dimming function is on, press it to power on and off a light, press and hold to
dim a light

http://www.iebelong.com/
版本 V1.0



BM3 Wireless Kinetic Switch Datasheet

3.SPECIFICATIONS

Switch type Push button

Power mode Self-powered

Modulation mode FSK

Communication mode Ebelong 1.1

Work frequency 433MHz

Button 1 gang

Work range

up to 80m outdoors
up to 25m indoors
(May vary depending on conditions

Lifetime >100,000 times

Dimensions L21mm*W51.6*H18.5mm

Work temperature -20~ +55°C

Certifications and
standards

Europe
EN 60669-1:2018
EN 60669-2-1:2004+A1:2009+A12:2010
ETSI EN 301489-1 V2.2.3(2019-11)
ETSI EN 301489-1 V2.1.1(2019-03)
EN 55032:2015
EN 55035:2017
EN IEC 61000-3-2:2019
EN 61000-3-3:2013+2019
ETSI EN 300220-1 V3.1.1(2017-02)
ETSI EN 300220-2 V3.2.1(2018-06)

4.DIMENSIONS (MM)

http://www.iebelong.com
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BM4Wireless Kinetic Switch Datasheet
1.DESCRIPTION:

BM4 Wireless Kinetic Switch is a push-button self-powered switch with MEA (Micro Energy Acquisition) module
inside to transform mechanical energy into electricity to drive RF chipset work.

It is able to power on/off and dim after the pairing with Ebelong Wireless receiving controller

2.OPERATION:

BM4 Wireless Kinetic Switch shall work with Ebelong Wireless Receiving Controller.

Press and hold the function button of controller for 3 seconds and the indicator light will start to flash. Then
release the button to enter pairing mode. Press the switch and the indicator light of controller will go out, which
means the paring is successful.

If the controller is dimmable and dimming function is on, press it to power on and off a light, press and hold to
dim a light

http://www.iebelong.com/
版本 V1.0



BM4 Wireless Kinetic Switch Datasheet

3.SPECIFICATIONS

Switch type Push button

Power mode Self-powered

Modulation mode FSK

Communication mode Ebelong 1.1

Work frequency 433MHz

Button 1 gang

Work range

up to 80m outdoors
up to 25m indoors
(May vary depending on conditions

Lifetime >100,000 times

Dimensions L21mm*W51.6*H18.5mm

Work temperature -20~ +55°C

Certifications and
standards

Europe
EN 60669-1:2018
EN 60669-2-1:2004+A1:2009+A12:2010
ETSI EN 301489-1 V2.2.3(2019-11)
ETSI EN 301489-1 V2.1.1(2019-03)
EN 55032:2015
EN 55035:2017
EN IEC 61000-3-2:2019
EN 61000-3-3:2013+2019
ETSI EN 300220-1 V3.1.1(2017-02)
ETSI EN 300220-2 V3.2.1(2018-06)

4.DIMENSIONS (MM)

http://www.iebelong.com
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BM5 Wireless Kinetic Switch Datasheet
1.DESCRIPTION:

BM5 Wireless Kinetic Switch is a push-button self-powered switch with MEA (Micro Energy Acquisition) module
inside to transform mechanical energy into electricity to drive RF chipset work.

It is able to power on/off and dim after the pairing with Ebelong Wireless receiving controller

2.OPERATION:

BM5 Wireless Kinetic Switch shall work with Ebelong Wireless Receiving Controller.

Press and hold the function button of controller for 3 seconds and the indicator light will start to flash. Then
release the button to enter pairing mode. Press the switch and the indicator light of controller will go out, which
means the paring is successful.

If the controller is dimmable and dimming function is on, press it to power on and off a light, press and hold to
dim a light

http://www.iebelong.com/
版本 V1.0



BM5 Wireless Kinetic Switch Datasheet

3.SPECIFICATIONS

Switch type Push button

Power mode Self-powered

Modulation mode FSK

Communication mode Ebelong 1.1

Work frequency 433MHz

Button 1 gang

Work range

up to 80m outdoors
up to 25m indoors
(May vary depending on conditions

Lifetime >100,000 times

Dimensions L21mm*W51.6*H18.5mm

Work temperature -20~ +55°C

Certifications and
standards

Europe
EN 60669-1:2018
EN 60669-2-1:2004+A1:2009+A12:2010
ETSI EN 301489-1 V2.2.3(2019-11)
ETSI EN 301489-1 V2.1.1(2019-03)
EN 55032:2015
EN 55035:2017
EN IEC 61000-3-2:2019
EN 61000-3-3:2013+2019
ETSI EN 300220-1 V3.1.1(2017-02)
ETSI EN 300220-2 V3.2.1(2018-06)

4.DIMENSIONS (MM)

http://www.iebelong.com
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